
Features 
  Powerful, all-weather indoor/outdoor

stereo speakers 

 Engineered to deliver accurate sound  

 Clean, contemporary design 

  Built for seamless integration with
your system

CONTROL X
5.25" (133mm) Indoor/Outdoor Speakers

Tough enough for the outdoors. Stylish enough for your living room. 

For many years, the iconic JBL Control speaker has perfected the combination of compact 

form and high-performance function. The new Control X packages that same focus on 

design and sound quality in a rugged, all-weather stereo speaker perfect for indoor or 

outdoor use. Our High Defi nition Imaging (HDI) waveguide technology provides astounding 

imaging, natural balance, and remarkable detail from any location. A 5.25" (133mm) woofer 

and 1" (25mm) CMMD® Lite tweeter deliver powerful lows and crisp, clean highs from any 

position whether it’s inside or outside.
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CONTROL X
5.25" (133mm) Indoor/Outdoor Speakers

Powerful, all-weather indoor/outdoor stereo speakers
 Ideal for home or business
 Rugged, weatherized housing protects against the elements
 Modern, compact design blends into any environment
  Built-in rear 3/8"-16 threaded insert and security tie-down provide safe installation

(mounting hardware included)

Engineered to deliver accurate sound
 5.25" (133mm) polypropylene graphite-fi lled cone woofer for deep, powerful bass
  High Definition Imaging (HDI) waveguide provides astounding imaging, 

natural balance, and remarkable detail from any location
 1" (25mm) CMMD® Lite tweeter emits crisp, detailed sound

Clean, contemporary design
 All-new design echoes the best-selling Control form factor with an updated spin
 Sleek, angled profi le for a sophisticated, modern look
 Front and rear protective rubber trim

Built for seamless integration with your system
  Gold binding post terminals for a secure, high-quality connection to a receiver or

multi-zone amplifi er
  Includes wall mount brackets that can be rotated, tilted, and angled towards 

the listener
 Speakers can be placed or mounted in the horizontal position
 Available in black or white finishes

What’s in the box

2 x JBL Control X Speakers
1 x Owner’s Manual
2 x Removable Grilles
2 x Adjustable Wall Mount Brackets

Product specifi cations 

  Enclosure Type: Ported System

  Low Frequency Transducer: 5.25" (133mm) 
polypropylene graphite-fi lled cone woofer

  High Frequency Transducer:
1" (25mm) CMMD® Lite dome tweeter

  Recommended Amp Power: 20 –100 Watts

  Power Handling (peak/continuous):
200/50 Watts

  Frequency Response (-3dB):
90Hz – 20kHz (anechoic)

  Sensitivity (2.83V@1m): 87dB

  Nominal Impedance: 8 Ohm

  Crossover Frequencies: 2300Hz – 12dB/octave

  Inputs: Gold-plated 5-way binding posts

  Dimensions (H x W x D): 9-1/4" x 6-1/2" x 
6-1/4" (235mm x 165mm x 158.8mm)

  Weight: 5.8 lbs (2.63kg) 

  Finishes: Black / White


